CONSTRUCTION SIGN AND BARRICADE LOCATION DETAILS
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% Notes
1.

D-704-22

Barricade shown to be placed on roadway shall be on a moveable assembly.

on the fTop of the top barricade bar. Sign shown to be placed on the roadway
Sign to be mounted on barricades shall be mounted with the sign bottom

shall be placed on skid mounted assemblies.

Where necessarys, safe speed fto be determined by the Engineer.

The reduced speed |imit shall be determined dependent on the in place speed
imit before construction. The speed |imit reduction should not exceed 10 mph
below tThe existing speed Iimit, unless the design speed of the work zone
feature has been reduced below the 10 mph. In this case, the speed |imit
reduction shall not exceed 30 MPH. Where speed |imits are to be reduced more
than 30 MPH, a second speed |imit sign shall be installed with the desired
speed reduction but shall not exceed 30 MPH. The second speed |imit sign shall
be placed at !v» B.

When warning signs are used in urban areas and the signs are not portable,
flags shall be instal led. The flags shall be 24 inches sqguare, mounted
perpendicular to the edges of the diamond sign, and at such a distance above
the edge so that when the flag is Iimp it will not touch the sign. Rural areas
will not require flags.

Existing speed Iimit signs within a reduced speed zone shall be covered.
Obliterated or covered pavement marking shall be paid for as Obliteration

of Pavement Marking. The covering shall be approved by the engineer.

The conftractor has the option of using portable sign supports in |lieu of post
mounted sign as shown on the standard drawings as specified in section

704.03 C.

The contractor shall install the G20-1b—-60 sign when work is suspended
for winter.
If existing stop sign is in place, a 48" stop sign is not required.

KEY
— Type | barricade
—] Type Il barricade Work area
= Type 111 barricade = F lagger
': stgn Coo Sequencing arrow panel
® Delineator drum IT Type A del ineator or
vertical panels back
A Cones to back
ADVANCE WARNING SIGN SPACING
Distance Between Signs
Road Type Min. (ft)
A B C
Urban - Low Speed (30 mph or less) 150 150 150
Urban - Low Speed (over 30 to 40 mph) 280 280 280
Urban - High Speed (over 40 mph to 50 mph)| 360 360 360
Rural - High Speed (over 50 mph to 65 mph)| 720 720 720
Urban Expressway and Freeway
(55 mph to 60 mph) 850 1350 2200
Rural Expressway and Freeway
(70 mph to 75 mph) 1000 1500 2640
Interstate/4-Lane Divided
(Maintenance and Surveying) 750 1000 1500
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